
Technical Description
SensorLine II is a semi-loose buffer type, flame retardant, twin fibre optic sensor cable.

SensorLine II 
Linear Temperature Sensor

www.sensa.org

4mm SensorLine II

Key features
• Twin fibre

• Gel filled, loose tube, optical unit.

• Low thermal mass for rapid response to 

temperature.

• Strong, lightweight and flexible.

• Low smoke halogen free sheath with excellent 

flame retardant properties.

• Suitable for indoor and outdoor applications.

• Designed for ease of installation

• Twin fiber for dual redundant systems

Fiber

• LTS 200 series: 6 2 .5 /1 2 5  µ m G raded Index , M ultimode F iber, A crylate C oating .

• Operating Temperature: -2 0 ºC  to 9 0 ºC  (continuous), 1 5 0 ºC  (4 8  h rs) (H ig h er

temperatures can be with stood for sh ort durations.) O perating  temperature -

2 0 ºC to 9 0 ºC

Physical N o minal C ab le D iameter: 4 .0  mm

M ax imum W eigh t: 1 7  k g /k m

M inimum B end ing R ad ius: 5 0  mm

M ax imum Tensile Lo ad : 1 5 0  N

Cable Sheath F lame retard ent, lo w  smo k e and  fume z ero  h alo gen

Ox y gen Ind ex : 3 8 %  (A ST M  D -2 8 6 3 )

F lammab ility  Temperature Ind ex : 2 7 0 ºC  (N E S 7 1 5 )

V ertic al B urning Test: P ass (N E S 7 1 5 )

H alo gen C o ntent: 0 0  (B S 6 4 2 5 )

To x ic ity  Ind ex : 0 .4  (N E S 7 1 3 ) 

H ard ness: < = 5 6  Sh ore D  (A ST M  D -2 2 4 0 )

Impac t Strength  @  -25 º C : P A SS. (IE C  6 0 8 1 1 -1 -4 )

Mechanical Tensile P erfo rmanc e: IE C  6 0 7 9 4 -1  E 1

C rush  R esistanc e: IE C  6 0 7 9 4 -1  E 3  

Impac t: IE C  6 0 7 9 4 -1  E 4

R epeated  B end ing: IE C  6 0 7 9 4 -1  E 6  

To rsio n: IE C  6 0 7 9 4 -1  E 7

C ab le B end ing: IE C  6 0 7 9 4 -1  E 1 1  

Environmental Operating Temperature R ange: -2 0 ºC  to 7 0 ºC  (continuous)

Sto rageTemperature R ange: -2 0 ºC  to 7 0 ºC  

Installatio n Temperature: > 1 0 ºC

C o mplianc e: IE C  6 0 7 9 4 -1  F 1
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